
DRIVELINKS 1,1 mm to 2,0 mm (optional 3,0 mm)

MOTOR 230 V / 50 Hz (others on inquiry)

CABLE LENGTH 2,0 m

DIMENSIONS 220 x 280 x 250 mm

WEIGHT 8,0 kg (ca. 19 lbs)

	Q User-friendly: Easy set-up,  easy 
handling

	Q Efficient: low initial costs, large 
benefit

	Q Chains are prepared ideally for the 
sharpening process; by deburring 
the drivelinks, a safe and exact 
clamping of the chain is assured

	Q After deburring the chain runs  

smoothly in the bar without  

damaging it

	Q Proven Franzen Quality!

Why choose 
Franzen Equipment?

Optional Accessories
	Q detached rack 

		 (part no. TGE - Gestell 1)
	Q workbench rack / wall assembly

		 (part no. TGE - Gestell 2)

rack 1- detached rack 2 - wall/workbench

Product Information
Drivelink Deburrer TGE 2.0

Johannes Franzen GmbH & Co. KG / Maschinen- & Stahlbau 
Heistardstr. 11 / D-53894 Mechernich-Holzheim (Germany)

Phone +49 (0)2484 - 91895-0 /info@franzen-maschinen.de / www.franzen-machines.com


