
ROWASHER MOBILE

WORKING HEIGHT ca. 1050 mm

OUTER DIMENSION (W X D) ca. 900 x 700 mm

INNER DIMENSION SINK 
(H X W X D)

580 x 670 x 170 mm

CARRYING CAPACITY SINK 150 kg

WORKING TEMPERATURE preset to 42 °C

HEATING ca. 1000 W / 6 AMP

PUMP 15 l/min.

OPTIMUM FILLING HEIGHT 60 l

ELECTRICAL CONNECTION
(cable length: 2,5m)

240 V / 50/60 Hz

FILTER CLEANING 
LIQUID

MICROBS

pre-filter metalmesh non 
woven fabric filter with 
microorganisms, filter 
change without tools

water-based, surface 
active, no solvents, 
non-inflammable, 

PH-neutral, biologically 
degradable, non poiso-

nous, no gases/VOC, 
highly degreasable

sukzessive disposal 
through fleece filters, 
naturally occurring,  

non poisonous

	Q solvent free
	Q non-flammable, non-hazardous 
degreasing solution

	Q heated to 42 °C, better cleaning, 
more pleasant to use

	Q reduced waste disposal costs
	Q automatic energy-saving mode 

-> saves money on daily operating 
costs

Clean smart with the                                     - biologically, 
user friendly and WITHOUT toxic substances -

the game changing alternative to cold cleaners etc.

Energy consumption: ca. 2,39KW p.d.

Product Information
ROwasher parts cleaner
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